PRO S

“RIES

3089

Made in the U.S.A.

URETHANE ADHESIVE FOR WOOD AND RUBBER FLOORING

DESCRIPTION

PRO SERIES 3089 Urethane Adhesive for Wood and Rubber Flooring has been
specifically designed to bond solid hardwood and engineered wood flooring;
reground rubber flooring underlayment; and rubber and cork underlayment to
approved substrates and in double-stick applications.

FEATURES AND BENEFITS

*  Easy to apply and extremely low odor

*  Excellent bond strength and elasticity

*  Non-solvent formulation and 100% solids

USES

*  For installing solid hardwood and engineered wood floaring
+  Forinstalling reground rubber flooring underlayment

*  Forinstalling rubber and cork underlayment

RECOMMENDED SUBSTRATES

APA or CANPLY Group 1 exterior-rated plywood and other approved wood
underlayments; concrete and properly prepared cement lerrazzo; primed
gypsum underlayments; existing and properly prepared ceramic tile; primed
cement-based self-leveling underlayments and patching compounds; and
radiant-heat systems

LIMITATIONS

Do not install over any substrates containing asbestos. For interior instaliations
only. Do not install when the moisture vapor emission rate (MVER) exceeds 5 lbs.
per 1,000 sq. ft. (2,27 kg per 92,9 m?) per 24 hours, when using the anhydrous
calcium chloride test (ASTM F1869). The MVER must be diminishing over time,
and do not install when the refative humidity (RH) of the concrete slab exceeds
80% (ASTM F2170). Flooring installations over concrete slabs exceeding 5 Ibs.
(2,27 kg) MVER or 80% RH should be installed over a properly installed moisture
vapar barrier. Use only when the substrate temperature is between 50°F fo 90°F
(10°C to 32°C) and when the ambient relative humidity is between 20% and
80%. Install only in areas recommended by the flooring manufacturer, Building
owners should be advised and aware of the flooring manufacturer’s guidelines
for climate-control settings (temperature and humidity). These conditions must
be monitored and kept constant in order to ensure the overall performance and
long-term success of the installation. For conditions outside of limitations, please
contact the KENTWOOD technical department at info@kentwoodfloors.com;
additional project warranties may be available.

SPECIAL SITUATIONS

Solid wood flooring: Do not use with exotic species, bamboo, or planks over 8"
(12,7 cm) wide.

Wide-plank engingered: KENTWOOD wide-plank engineered floors are approved
for use with PRO SERIES 3089 Urethane Adhesive for Wood and Rubber
Flooring. For olher wide-plank floors, consult with the flooring manufacturer
for suitability.

Exotic engineered: Exotic species and bamboo can be installed if the construction
of the material base is a minimum of 5-ply birch plywood. KENTWOOD
engineered multi-ply exotics are approved for use with PRO SERIES 3089
Urethane Adhesive for Wood and Rubber Flooring. For ather engineered exotic
floors, consult with the flooring manufacturer for suitability.

SURFACE PREPARATION

All substrates must be structurally sound, dry, solid and stable. The substrate
should be clean and free of dust, dirt, oil, grease, paint, curing agents, concrete
sealers, loosely bonded foppings, loose particles, old adhesive residues,
and any other substance or condition that may prevent or reduce adhesion,
Substrates must be flat to 3/16" (4,5 mm) in a 10-ft. (3,05-m) span; refer to the
flooring manufacturer's guidelines. Concrete and cement-based underlayments
and patches must be fully cured and free of any hydrostatic and/or moisture
problems. Use a maoisture meter to check the moisture content (MC} of the wood
flooring, surface of the substrate, and general jobsite area; follow the flooring
manufacturer’s guidelines.

MIXING

Mote: Choose all appropriate safety equipment before use. Refer to the Safety
Data Sheet (SDS) for more information.
= Do not combine with other adhesives or thin with any substance.

= Ready to use; no mixing is necessary.

APPLICATION

Read all installation instructions thoroughly prior to installation. Wear all
appropriate personal safety equipment during use. Refer to the SDS for more
information,

1. Select the appropriately notched trowel (see the “Typical Trowels and
Approximate Coverages” chart) for the floor thickness to be installed.

2. Spread the adhesive evenly over the subfloor — keeping the trowel at a 45°
angle to the subfloor — in a 1-to-2-ft. (0,30-10-0,61-m) wide strip.

3. Only apply as much adhesive as can be installed within a 45-minute time
period or adjusted for site conditions.

4. Install flooring in strict accordance with the flooring manufacturer’s written
instructions.

5. Make every effort to prevent adhesive from getting onto the flooring
surface. Remove adhesive smudges immediately with a urethane adhesive

remaover, or use mineral spirits and a white cotton cloth. Change out
cleanup cloths often.
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